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TECHNICAL SPECIFICATION

ZDC003 Series
Overhead Door Closer

PRODUCT FEATURES

•  Power size: Fixed power size 3

•  Body material: Aluminium

•  Arm set type / material: Scissor / Steel

•    Functions: Fig 1 / Fig 61 - Closing speed only, 
Fig 6 - Closing and latching speed

•    Maximum door weight: 60kgs 

•    Maximum door width: 950mm 

•    Performance Testing: Successfully tested in 
accordance with the requirements of  
BS EN1154: 1997

CODE DESCRIPTION FINISH

ZDC003-SE
Overhead door closer, fixed power size 3, matching finish armset, 
Fig 6 bracket, Silver finish

Silver (SE)

ZDC003-NO-BKT-SE
Overhead door closer, fixed power size 3, matching finish armset, 
No Fig 6 bracket, Silver finish

Silver (SE)

ZDC003-FIG6-BKT-SE Fig 6 bracket only t/s ZDC003 door closer, Silver finish Silver (SE)

ZDC003-GE
Overhead door closer, fixed power size 3, matching finish armset, 
Fig 6 bracket, Gold finish

Gold (GE)

ZDC003-BLK
Overhead door closer, fixed power size 3, matching finish armset, 
Fig 6 bracket, Black finish

Black (BLK)

FIRE TESTING

•   Successfully fire tested in accordance with the 
requirements of BS EN1634-1, suitable for use on 
30, 60, 90 and 120-minute timber fire doors

CERTIFICATION

•   CE marked (Certificate AD7999)

• UKCA marked (Certificate AD7986)

• CERTIFIRE approved (Certificate CF6103)

FINISHES

•   Silver (SE)

• Gold (GE)

• Black (BLK)

*Other finishes available upon request
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Classification: Door mount pull side (Fig 1), 
door mount push side (Fig 6), frame mount 
push side (Fig 61).
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